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SEAMLESS CLADDING FOR 
FACADES AND CEILINGS
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•	 Invisible fixing
•	 Easy Click & Slide system
•	 The key to limitless wood designs
•	 Profiles made from 80% recycled 

aluminium
•	 Weather-resistant
•	 Unlimited possibilities in joint widths 

 
 

 

EASY CLICK & SLIDE  
SYSTEM

SOLIDOR Linup for walls, facades and ceilings consists of a 12 mm/ 0.47 inch aluminium profile and matching clips. With this system, you can 
fix wooden planks to facades or ceilings in no time. The clips create the perfect joint, and you finish with an end cap that secures the entire 
construction firmly in place.

WOOD

Installation video:

You can find more information about the types 
of decking or the installation guide on our website.

FACADE CLADDING, CEILING

LINUP
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LINUP 12 MM

•	 Height of profile chosen according to load 
structure

•	 Made of 80% recycled aluminum

Height: 12 mm 
               0.47 inch

UNCLIPPING TOOL 

•	 Linup clip removal tool 
 

Length: 202,30 mm 
               8 inch

PROFILE

ACCESSORY

aluminium: ref. 011937
black powder-coated aluminium: ref. 100043 

ref. 013741 
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LINUP  
EDGE TRIM PROFILE 

WOOD

RUBBER VENTILATION 
BLOCKS 4MM 

•	 Insert between plank and alignment profile
•	 Avoid water accumulation 

 

Joint width: 4 mm 
                        0.16 inch

FINISHING

•	 Installed beneath wooden planks
•	 Angled rounding for water drainage (120°)
•	 Black lacquered aluminum
•	 Pre-drilled holes for fastening

Length: 2,40 m 
               94.5 inch
Width: 40 mm 
              1.57 inch
Thickness: 2 mm 
                     0.08 inch

ref. 013150 ref. 013249 

FACADE CLADDING, CEILING

LINUP
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CLIPS

CLIPS MEDIUM 
	
•	 Four angled upstands are each slid into 

provided groove of the wooden shelve
•	 The number of clips to be used depends on 

the type of wood. 

CLIPS LARGE 

•	 Four angled upstands are each slid into 
provided groove of the wooden shelve

•	 The number of clips to be used depends on 
the type of wood. 

Joint width: 11 mm 
                        0.43 inch

Joint width: 6 mm 
                        0.24 inch

4
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Wood groove for 
this clips:

CLIPS EDGE 

•	 Is placed at the end and the beginning of the 
aluminum profile

ref. 011934 ref. 011935 ref. 011936 
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CLIPS EDGE 

•	 Is placed at the end and the beginning of the 
aluminum profile

CLIPS SMALL  
 

CLIPS MEDIUM 
	
•	 Four angled upstands are each slid into 

provided groove of the wooden shelve
•	 The number of clips to be used depends on 

the type of wood.

CLIPS LARGE 

•	 Four angled upstands are each slid into 
provided groove of the wooden shelve

•	 The number of clips to be used depends on 
the type of wood. 

Joint width: 18 mm 
                        0.71 inch

 CLIPS

Wood groove for 
this clips:
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WOOD

•	 Four angled upstands are each slid into 
provided groove of the wooden shelve

•	 The number of clips to be used depends on 
the type of wood.

 
Joint width: 8 mm 
                        0.31 inch

ref. 011931 

Joint width: 13 mm 
                        0.51 inch

ref. 011934 ref. 011935 

ref. 011936 

FACADE CLADDING, CEILING

LINUP




